
Typical Applications 

Avoiding obstacles and collision avoidance
Work Vehicle Collision Avoidance

Robot navigation
Se�ice Robot Free Navigation

Inspection Robot
•Multi-sensor fusion algorithm

•Positioning error is less than 10cm

Security 
Operational danger zone dynamic protection

Safety precaution
Valuable assets stereoscopic care and video postioning
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•Adapt to a variety of environments

•Heading error less than 1 degree

Scanner 
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Thank you for your interest in LiDAR Scanner！

For other DADISICK product lines and custom-design se�ices...

•Inductive Proximity Sensors

•PhotoelectricSensors

•Sensors Cables

DONGGUAN DADI ELECTRONIC TECHNOLOGY CO. LTD

Facto� Add: Floor 3, no.10, sanjiang industrial zone, hengli town,

Tel: +86-769-81108586

Fax: +86-769-81177455

Http:www.dadisick.com

Adding Value…
dongguan city；523460 China

LiDAR

0.5°

Resolution 

20m 
Sensing distance

25Hz 
Scanning frequency

Appearance shape

LDS2030B5-5S

300
Scanning degree



Parts

LDS-1
Network cable crystal head
waterproof sheath 
(standard configuration)

LDS-2

LDS-3

LDS-4

LDS-5

LDS-6

Power cable: 0.5 m long
End A: DC002 waterproof power plug
       3.5mm * 1.1mm
B end: lead, 2-core
(Standard configuration)

Connecting cable

Waterproof sheath

Mounting bracket

Connecting cable

Mounting bracket

Mounting bracket

Simple side-mount bracket
Stainless steel material
（Order separately）

Simple mounting bracket
Stainless steel material
(Standard configuration)

Side-mounted/seated composite
support
Stainless steel material
Used together with LDS-3/LDS-4
Adjustable horizontal pitch angle
（Order separately）

Outdoor protective cover
Stainless steel material
It has anti-collision, sunshade and
dirt prevention functions
（Order separately）

DONGGUAN DADI ELECTRONIC TECHNOLOGY CO., LTD

Website: Email:www.dadisick.com sale@dadisick.com


	页 1
	页 2

